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m Feature

60-70 % energy saving compared to
traditional |light and save money.

Life span > 50, 000. 00 Hours,
IP65 industrial standards.

Good color rendering RA> 80,
multi— color choice :2700-7000K.

Easy installation & free Maintenance.

Environmental ly friendly.

MW Application

City streets, Pavements, Squares, Schools,
Parks, Yards, Residential areas,
Factories and Others.

W Dimensional Pole's Height:6—12m

Road Width:8—24m
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M Polar Candela Distribution
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m Techinc specification
Model No LED Power Voltage PF LED Lumen Total Lumen
RT750SL-T60W GOW AG (85V—-265V) / (50-60Hz) >0.9 90-100 Im/W 6000 Im
RT750SL-T80W a0w AC (85V-265V) / (50-60Hz) >0.9 90-100 Im/W 8000 Im
RT750SL—-T100W 100W AC (85V-265V) / (50-60Hz) >0.9 90-100 I m/W 10000 Im
RT750SL-T125W 125W AC (85V-265V) / (50-60Hz ) >0.9 90—-100 I m:W 125001m
Mode| No Light efficiency @ Beam Angle Ra | ccr Life time Weight
- !
RT750SL—-TGOW 85% 65° Ra>80 : 2700K—7000K »50000Hr s 12Kg
RT750SL—-T80OW 85% 65° Ra>80 ? 2700K—7000K »50000Hr s 12Kg
RT750SL-T100W 85% , 65° Ra>80 2700K-7000K »50000Hr s 12Kg
RT750SL-T125W 85% 65~ Ra>80 - 2700K—7000K >50000Hrs 12Kg




IHlumination Data

Height
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RT750SL-T60W

Il luminatjon Range Center Lux

o fareem\ _____72LUX
___/12*24m 49LUX

13*26m\ __36LUX
/ 14*28m \ 28LUX
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Height

RT750SL-T100W

Il luminatjon Range Center Lux

17*34m \_ 24LUX

RT750SL-T80W

Height |l lumination Range Center Lux
aén _______ = _.____QS_:L_LLJS
L e combminos /1 3*26m 1\ _____48LUX
B e / 14*28m .. SfLUX
e s / 15*30m __29LUX
—— 16*32m \__ZEEQE

RT750SL-T125W

Height |l lumination Range Center Lux
Bé'n _______ e _____ii:l;l!?i
L /15*30m . 44LUX
10m————/ 16*32m ___35LUX
T9 fii—s / 17734m ——29LUX
12m—/ 18736m \ ZaLaX

Note:These illumination data for reference
exactly data will according application.
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